
SPEEDSTER TONNEAU COVER 1994-2004 Mustangs 
 

 

Installation of Aluminum Bracket A 
 

1. Remove the factory plastic trim screws (See figure 1, location L1). 
 

2. Place aluminum bracket A with its hole behind the trim panel and the metal (See figure 2). 
 

3. Screw in the Phillips head bolt #1 through the factory hole to where the plastic screw was into the 
aluminum bracket A. 

 
Installation of Metal Bracket B 
 

1. Remove the factory Torx-45 bolt (See Figure 3 ).  This bolt is located about 4 inches below the trim 
panel.  It is a 3/8Torx bolt , a round bolt head with a star  (Torx-45). 

 
2. Install metal Bracket B reusing the factory Torx bolt.  The Bracket B must touch the underside of 

bracket A and the ¼ inch holes must line up. 
 
Installation of Rubber Socket C 
 

1. Install the Rubber Socket C on top of Bracket A (See figure 4).  Place it with the indentation towards 
bolt #1.  Push it hard towards bolt #1 and install bolt #2 through the rubber Socket C, brackets A and 
B.  Install the washer #3 and the nut #4. 

 
Installation of Tonneau Covers 
 

1. Install rubber molding on the edge of the tonneau covers. 
 

2. Place the covers on the car with the plastic tabs going underneath the black trim at the back (See 
figure 1, #L2) 

 
3. For TC V-1 and TCV –II, insert the black aluminum  pedestal bar into the rear seat belt receiver and 

connect the top of the pedestal at the front hole of the tonneau cover and fasten it with the provided 
plastic bolt/knob connecting both covers and the bar.                                                                         
(Not on TC 4-S as it is not needed for this model) 
 

4. Put the covers together and install the provided plastic bolts/nuts through the holes of the covers. 
 

5. Lock  the tonneau covers into the rubber sockets at each side. 
 
 
 

 
Storing Tonneau Covers inside Trunk for TC V1 and TC V2 
 

In order to store the Tonneau Covers inside the trunk, you have to remove the carpet panel that 
covers the convertible top. Cars equipped with MACH 1000 stereo system will not allow storing. 
 

WARNING: DO NOT RETRACT TOP WITH COVERS IN TRUNK. THIS WILL BREAK THE GLASS! 
  



 
 


